Display

DATA MODUL

OPEN FRAME TOUCH MONITOR WITH LED LIGHTING

27" / 68.60 cm

EP270WADD173-0-P-U-DM-B01 (P/N: 12050730) — landscape use

Active screen dimensions (horizontal x vertical)

Resolution (pixel) / format

597.6 x336.15 mm
1920x 1080/ 16:9

Brightness (typical) 300 cd/m2
Contrast ratio (typical) 3000:1
Color performance 16.7 Mio
Viewing angle (typical) 89/89/89/89 °LRUD
Backlight 30khrs
Interface Board
Connectors DP, DVI, RGB,
Controls

0SD keypad, 5 buttons
Touch

Touch screen

Projected capacitive

Touch interface USB B type

Power

Power supply 12VDC

Power input DC Jack

Mechanics

Housing Open frame metal housing

Protection glass

Environmental conditions

6mm Glare tempered

Temperature (operating)

LED

0°Cto + 35°C

Sequences

Monitor Sync
Firmeware

Technical specification subject to change without prior notice.

99x customizable sequences/modes
Sequences/modes invoked via commands (USB control)
can be synchronized with other monitor

Remote firmware update

DATA MODUL AG | systems@data-modul.com | www.data-modul.com

EP270WADD173-0-P-U-DM-B01_ 12050730
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